productspecifications

physical characteristics

Weight
0.71 kg (1.5 Ib.)

Ethernet Interface
10BASET, 10BASE2

Height Ethernet Data Rate

42 mm (1.66”) 10 Mbps

Length Filtering Rate

166 mm (6.54”) 14,880 packets/second

Width Filters

217 mm (8.54”) Protocol Filters: IP, IPX, NetBEUI,
) DECNET, AppleTalk, Other

Input Voltage Broadcast Traffic Filters: IP ARD,

10 to 18 Vdc

wireless LAN characteristics

Frequency Band
2.4 GHz frequency band. Frequency
range varies by country

Radio Type
WLI Forum Compatible - Frequency
Hopping Spread Spectrum (FHSS)

Radio Power Output
100 mW

Radio Data Rate
1.6 Mbps per channel, 800 Kbps
fallback rate for extended range

Channels

Supports 15 independent, non-
interfering “virtual channels” (hopping
patterns)

Range (with standard antenna)
Up to 500 ft. radius (150 meters)
Indoors - 1000 ft. + radius (300
meters+) Outdoors (antenna
dependent) - Unlimited using
Roaming

Compatibility

Fully interoperable with Model 0100
& Model 0110 Access Points as well as
all Wireless LAN Interoperability
Forum (WLI Forum) products

Security
20 digits security id’s available

Novell RIP, SAP and LSP, Adjustable
Bandwidth Allocation

Management

Serial Port Maximum Data Rate:
19.2 Kbps

or

Management Access (Telnet): Via RE
Serial and Ethernet

Software Upgrades
Downloadable over the network or
serial port

Domains

Provides a choice of 16 domains.
Multiple access points enable
simultaneous networks

SNMP Agent
Version 1 RFC 1213, 1493 and
Proxim Enterprise MIB

SNMP Traps

Cold Start * Sent when the access
points reboots

Link Up * Sent by each interface at
startup

Link Down - Sent by each interface at
startup

Link Down - Sent when the AP
software cannot initialize or communi-
cate with the wireless adapter
Authorization: Sent when someone
tries to manage an AP with an invalid
community

User Authorization Table
Allows or disallows specific nodes to
connect to the access point

Remote Management

Remote management of the access
point through a modem attached to
the serial port

Wireless Network Management
Identification of wireless client(s)
synchronized to the access point

Environmental Temperature Range
-20 to 60 C degrees

Humidity (Non-Condensing)
10 t0o 90 %

regulatory approvals

UL Listed (UL 1950)

FCC Part 15

CE Marked

CSA Certified, C22.2 #950M89

EN 55022 (CISPR 22)

TUV Licensed, EN 60950

ETS 300-328

Universal Power Supply

Wall/Ceiling Mounting Bracket

Cubical Mounting Bracket

OIIO
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EVERETT, WASHINGTON 98203-9230
1800 347 2636 1l

1206 355 9551 fox

HTTP: // www.intermec.com infernet
info@i com e-mail

IP54 Enclosure, External Antenna

IP54 Enclosure, Internal Antenna

Serial Console Cable

Wide Selection of RF Antenna’s and
Cables

GOVERNMENT SYSTEMS GROUP:
1206 356 1652 fe/

1206 356 1889 fox

LABEL PRODUCTS: 1 800 227 9947 tel

europe/middle east/africa

INTERMEC EUROPEAN HEADQUARTERS
P.0. BOX 40223

6504 AE NUMEGEN
MICROWEG 20

6545 CM NUMEGEN
THE NETHERLANDS

+31 24 3723 131 tel
+31 24 3781 847 fox
LABEL PRODUCTS:

+31 24 3723 100 tel
+31 24 3780 070 fox
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LABEL PRODUCTS: 1 513 874 5882

world-wide fax

DOCUMENT RETRIEVAL SERVICE
1 800 755 5505 1o/
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