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productspecifications
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laser scanner

physical characteristics

Length
8.9 cm (3.5")

Height
18.0 cm (7.1")

Width
7.6 cm (3.0")

Weight
300 g (10.5 oz) without cable

optics system

VISIBLE LASER DIODE

1545E/1545F
670 nm ± 10 nm

1545G
650 nm ± 10 nm

Single mirror, bidirectional,
retrocollective

Scan rate
36 ± 2 scans per second

optical parameters

Pitch
± 65° from normal

Skew
± 55° from normal

Distance
51 cm (20") with 40 mil code

DEPTH OF FIELD

7.5 mil
(7.6 cm to 19 cm, 3.0" to 7.5")

10 mil
(6.3 cm to 25.3 cm, 2.5" to 10.0")

20 mil
(5.1 cm to 35.5 cm, 2.0" to 14.0")

40 mil
(10.2 cm to 51 cm, 4.0" to 20.0")

print reflectance

Minimum 35% reflectance difference

ambient light immunity

Immune to direct exposure from office
level lighting and direct exposure to
sunlight

operating current

125 mA nominal at 5V

environment

Operating
-20° to 50°C (-4° to 122°F)

Storage
-40° to 60°C (-40° to 140°F)

Humidity
Non-condensing (0 to 95% RH)

MIL-STD-810D, methods 506.2
procedure II and 510.2 procedure II
(wind-blown dust and rain)

SAE off-road vehicle spec for vibration
(Class II)

regulatory approvals

UL Listed, UL 1950

CSA Certified, C22.2 No. 220-M1986

TÜV to EN 60950 & EN 60825 Class 2

CE Marked

CDRH Class II

FCC Part 15

SOR/88-475 Class B verified

EN 55022 Class B, EN 50082-2
compliant

CISPR 22 Class B compliant

UL Listed, UL 1604, Div. 2, Classes I,
II, III (1545E51)


