AUTO ID SOFTWARE, CONNECTIVITY & ACCESSORIES

IB—150 SERIES

IB-150 series devices are designed for use with
all Microscan 24V, 25 pin barcode readers.

IB-150

The IB-150 interface simplifies connectivity by
linking the barcode reader to the host, power

Aux Port supply, trigger, and aux port connections.

enables

:::il:i;‘v?rling In addition to multidrop and daisy chain hook-

ups, the aux port can plug into the IB-152
interface for terminal strip wiring.

Plugs directly into I B_1 5 1
the barcode reader

Standard Ethernet (RJ-45) and USB (USB-B)
connections can be made through the IB-151
interface which plugs directly into the host port
of the barcode reader.

The IB-151 has a second 25-pin port to pass
through all but the RS-422/485 connections.

IB-152

Custom terminal strip wiring can be done
through the IB-152 interface, which can either
connect directly to the barcode reader or indi-
rectly by way of the aux port of the IB-150.

For more information on this product, visit www.microscan.com.
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IB—150 SERIES SPECIFICATIONS AND OPTIONS

Port Connectors

IB—150 Pin Reader Host Aux Port
1 Chassis ground | Chassis ground Chassis ground
2 TxD TxD RxD
1 3 3 RxD RxD TxD
g 2 4 4 RTS/Aux TxD RTS/Aux TxD NC
E (—\\ 5 CTS/Aux RxD CTS/Aux RxD NC
(Plug) 25 Y/ 6 Output 1 (+) Output 1 (+) Output 1 (+)
nr— 11 s 5 7 Signal GND Signal GND Signal GND
(plug) (SQCket) 8 Output 2 (+) Output 2 (+) Output 2 (+)
Power Trigger 9 Trigger (-) Trigger (-) Trigger (-)
= () LsoH 4 10 Trigger (+) Trigger (+) Trigger (+)
g 11 Default Default Default
S - 5o @ 12 Input 1 (4) Input 1 (+) Input 1 (+)
o o LN x ) . 13 RxD (+) RxD (+) RxD (+)
% S § a O_U Trlpgi%er 4-pin Conne;ltj(:];tion 14 %D () XD () XD ()
= x Q
S jﬂﬂmn 1 Power +10 to 28 VOC (ouT" 15 Output 3 (+) Output 3 (+) Output 3 (+)
OAUXPORT = > i TG 16 RxD () RxD () RxD ()
=] rigger (-) (in)
25 17 Power ground NC Power ground
3 Power Ground
; 1 Trigger (+) (in)? 18 Power + 10 to NC Power +10 to
' £ 28 VDC 28 VDC
H_H H_H a. For NPN type, connect pins 1 and 4.
b. For PNP type, connect pins 2 and 3. 19 TxD (+) TxD (+) XD (+)
(Socket) 23 20 Output 1 () Output 1 () Output 1 ()
Power 3-pin Connector 21 Output 2 (-) Output 2 (-) Output 2 (-)
Pin Function 22 Output 3 (-) Output 3 (-) Output 3 (+)
1 Power Ground 23 Input 1 (-) Input 1(-) Input 1 ()
2 Chassis Ground 24 New master () New master (-) New master (-)
3 Power +10 to 28VDC (in) 25 New master (+) | New master (+) New master (+)
IB—151 Ethernet usB
Pin Ethernet Port Pin USB Port
USB Connector  Ethernet 1 Ethernet TX (+) 1 +5VDC
(socket) (socket) 2 Ethernet TX () 2 Data (-)
3 Ethernet RX (+) 3 Data (+)
4 NC 4 GND
5 NC
Host
6 Ethernet RX () Pin Host Port®
! NC 13 NC
8 NC 14 NC
16 NC
Seercieeieets) 19 NC
hllhd .1. 000000y a. All other pins are as shown on
the reader port of the IB-150
25
Host Connector
(plug)
IB-152
SAFETY CERTIFICATIONS
Steps for wiring the FCC, UL/cUL, CE
25 IB-152 Interface: ' ’
O Y .s\o 1. Remove two SCrews ROHS/WEEE COMPLIANT
e 0 00 00 000 0o
from top case at these

(plug)

locations

| 2. Pry at this point to

/ separate cases

3. Connect external
wires to terminal con-
nections as marked.

(See host or aux port

pinouts on IB-150.)

ISO CERTIFICATION
Certified 1SO 9001:2008 Quality
Management System
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Product Information: info@microscan.com

Auto ID Support: helpdesk@microscan.com
Vision Support: visionsupport@microscan.com
NERLITE Support: nerlitesupport@microscan.com

©2011 Microscan Systems, Inc. SP026D 02/11
Warranty-One year limited warranty on parts and labor. Free
extended 3 year warranty upon online product registration.



